OTTAWA PLANT. 



Style O, Warner Hog Fence 




No. 11 Coiled Galvanized 
top ; stay and line wires No. 
14 galvanized wire. 



This fencing for over 5 years has been a large seller— every year the sales 
showing a great increase. 

This fence is without question the best low priced fence on the market, and 
because of the barbed bottom it turns as well, or better, than many heavier fences 
that do not have a barbed bottom and that cost very much more. 

SPECIFICATIONS 

Style No. Height, Inches Approx. Wt. per rod Stays, Inches No. Bars List, per rod 

0 26 4£hbs. 6 7 39c 

Put up in 20 and 30 Rod Rolls 



WARNER SPECIAL RABBIT FENCE 




Margins No. 12J coil- 
ed galvanized wire. 
Stay and line wires 
— No. 1 6 galvanized * ire 



In response to 
the demand, parti- 
cularly from the 
northwest, we have 
brought out this 
special rabbit fence 
and it is also a very 

desirable yard fence for the country home, spacing between line wires as 

follows: li n U n 11" li" H" IV H" H" H" 2" 2" 2" 2" 2" 2" 2i» 3" 3" 34". Where 
a lower price fence is desired see our No. 40, which has almost the same spacing at 
the bottom of fence but at the top of fence line wires are farther apart, it having 18 
line wires while Style 44 has 20 line wires. 

Style No Height, Inches Approx. Wt. per rod Stays, Inches No. Bars List, per rod 

44 36 6.5 lbs. 4i 

Put up in lO and. 2,0 Rod Rolls 



20 



78c 



THE WARNER TIE. 



The Warner Tie is simplicity itself. Examine it closely. You will readily see 
how it holds and cannot slip up, down or to either side. It has no sharp bends to 
break the galvanizing, and no cut ends exposed to rust. This well rounded bend 
gives the fence a life, a spring, which provides for changing climatic conditions and 
renders useless kinked or coiled wires which produce a strain against the fibre of 
the wire that is often fatal to its long life. The Warner Tie provides Warner 
Fencing with uncut pickets that hold the fence rigid at all times. It requires fewer 
posts than any fence that has a tendency to double down or narrow in stretching. 

No amount of splicing and twisting can unite several short pieces of wire into 
a picket as rigid as uncut wire. You will do well to avoid any fence with a spliced 
tie. Not only is the rigid erectness of the fence destroyed, but also cut ends are 
rxposed, which hastens the process of rust at every tie in the fence. 

Keep in mind the Warner and compare it with any tie you happen to see. 

THE MICROSCOPE USED. 

You will see many fences made with a tie, as shown in the accompanying 
photograph, and perhaps you have had such offered to you for sale. You cannot 
tail to be interested in the following illustrations and explanations. 

Wire has a great tenacity, but there is a limit to this virtue. Any process of 



manufacture that implies a radical twisting, or bending of one wire 
about another not only makes a hinge joint which always slips with 
usage, but does a greater damage by rupturing the wire fabric and 
cracking the galvanizing as the use of the microscope will show. 
These small cracks afford a place for the retention of moisture, and 
rust starts at the very point where the greatest strength is needed 

The injury done to the fibre of the wire by a short turn is illus- 
trated in your own hands every time you make a short turn or kink in 
a wire in order to break it. The difference between a fence with such 
a tie and the Warner Fence is always shown by the great length of 
life and the rigid holding of the Warner. 





Made of No. 12 
Galvanized Wire 

Glidden Galvanized 
Hog Barb Wire 
Margins 



"The Interlock Tie." Made with the least amount or unnecessary wire. Every pound represents^ that much turning qualities. 

The Warner Hog Fence has advantageous features found in no other woven wire fence, exclusive Warner ideas that have stood the 
test of time. Barb wire margins appeal to the good judgment of thoughtful buyers, as it makes unnecessary the various preventives to 
keep hogs from crawling under the ordinary fence, such as stobs or stakes driven into the ground every few feet and then stapled to the 
bottom of the fence. This is a very unsatisfactory method because in order to make the fence low enough to prevent crawling under, it 
must be very close to the ground, and in a short time hogs root dirt Upon the lower strands, which soon rust out. Others stretch a 
liarb wire under and independent of the fencing (an additional expense) which does very will until it becomes loose, when, as it is only 
fastened to the posts (which are many feet apart), it is easily lifted u[> or pressed down, permitting pigs and hogs to go under easily. We 
successfully eliminate all this annoyance and trouble by weaving a barbed margin into and made a part of the fence. For any animal 
to crawl under it must raise the entire fence or bend all the pickets which it cannot do. 

Approx. 

Style Height, weight. Stays, Bars, List 

No. inches, per rod. inches. No. per rod. Margins. 

1 18 5.2 6 5 .45 Barbed top and bottom 

2 26 6.5 6 7 .54 Barbed top and bottom 
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THE WARNER PIG-PROOF FENCE. 




Made of No. 14 
Galvanized Wire 
Throughout 

No. 14 Glidden 
Galvanized Barb 
Wire Margins 



The closest woven Pig Fence now made. Close enough for poultry and strong enough for the largest hog. It is too close to let them 
start through. 

Farmers all over the country have heen asking for a hog fence that would without doubt turn the smallest pig. They realize that 
if the pitf cannot get through the hog lot fence it would be no trouble to fence them when they become grown for the simple reason 
that if they cannot get through the fence when they are small, they never acquire the habit of breaking through, consequently they aie 
easily kept in any enclosure when they are grown. 

The result of this demand was the Warner Pig-Proof. The Warner Pig-Proof fence, from its introduction, has been popular because of 
its great strength and close weave, which, together with barbed margins, make the most turnable fence on the market. 

Quite frequently farmers feed their hogs near the barn and desire to keep the chickens out as well as the pigs in. For this pur- 
pose the Warner Pig-Proof Fence cannot be surpassed. 



Approx. 

Style Height, weight, Stays, 
No. inches, per rod. inches. 



24 



5.7 



Bars, List 

No. per rod. Margins. 
13 .58 Barbed top and bottom 
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THE WARNER POULTRY AND STOCK FENCE. 




Made of No. 14 
galvanized Wire 
Throughout 

Easily Stretched and 
Stronger Than the 



Ordinary Stock Fence 



The Continuous uncut picket holds the fence upright without the use of many posts. There are no sharp bends to break the galvanizing, 
or unnecessary wraps to hold moisture and hasten corrosion. 

This is the pioneer heavy Poultry and Stock Fence, having been placed on the market nearly ten years ago, and is today giving 
the same excellent service that it gave when first introduced:. It was made to supply the great demand from country and suburban users, 
where a strong, substantial fence is required for turning both poultry and stock. It is closely woven of heavy wire, the spaces between 
the bars being graduated so as to combine the greatest turning qualities with the minimum expense to the user. The heavy cabled mar- 
gins insure the fencing staying tight after it is erected, in addition to giving added strength to withstand any sudden shock that the fence 
may be called upon to sustain. .... , , , ~ . , 

The best selling height is, of course, the 45-inch, as this height can be used for almost any purpose. For protecting shrubbery and 
fruit trees against the ravages of rabbits the 35-inch is used with the best of results. Where an extra high fence is desired for enclosing 
parks or other public grounds, we would recommend Style No. 13 as being specially adapted to that purpose. 

Style Height, Approx. wt. Stays, Bars, List, 

number. inches. per rod. inches. number. per rod. 

11 35 7 6 15 .64 

12 45 8 6 17 .78 

13 55 9.2 6 20 .88 
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THE WARNER JUNIOR POULTRY FENCE. 




Made of No. 18 
Galvanized Wire. 
Heavy coiled wire 
margins. 

Closer than Netting 
at the bottom and 
stretches like a field 
fence. 



This is the fence that costs less than netting- and is three times as strong. Sold by the rod instead of by the roll. Do not confuse 
° Ur ^l^^M^iAS^ t n h e r g was a demand for an inexpensive Poultry Fence; ^ good ^A^Xi 

stretched 
knows that 
the bottom 
no disadvan 

" "gh "priced that" In "order to buildf an enclosure 




posts are now so high priced that 
cost of the Warner Junior Poultry. 



fence that will give the best results at a very reasonable price. It embraces all the 
i . .L- r_«_„i t-l__ u^A U nVM anrl olnsflv arfldiiated meshes which 



" Warner Junior T^^^J^f^S^^ EM^toT™ VrigM and . closelV graduated mesh* . «UA 

ncdvici YTaiuti * « j » j i* it. „ „^^^loto^ fonpp hv not renin rin tr a ton or bottom board. 




Bars, 
number. 

17 
21 
24 
27 



List, 
per rod. 
54 
.60 
.71 
.80 



THE WARNER FARM FENCE. 




Made of No. 12 Gal- 
vanized wire for line 
wires, with No. 12J 
for stay wires. 

Glidden Galvanized 
Hog Barb Wire 
Margins. 



There is economy in buying barb wire cut accurately to measure, as in the case of these fences. Finnish ed in JO-rod rolls from any 
of our distributing points. 

This is an exceptionally turnable fence, designed to be used for turning both large stock and pigs. The Warner Farm Fence is made 
with the same tie as our other Warner styles and is made with and without barbed margins. We, however, recommend that barbed borders 
be specified when ordering Warner Farm Fence, as the difference in the cost is slight and the barbed borders are a great advantage 
where the user expects to use barb wire in connection with his fence. The barbs on the bottom prevent hogs from crawling under, and 
those on top prevent stock from reaching over and depressing the fence, while by their being woven into the fence the danger to the 
stock is removed. It should be remembered that it is just as important to prevent going over or under a fence as to prevent going 
through. 



Approx. 
Style Height, weight. 
No. inches, per rod. 
1A 32 6.8 
2A 48 8.5 



Stays, Bars, List 

inches. No. per rod. 

6 8 .62 

6 10 .77 



Margins. 
Barbed top and bottom 
Barbed top and bottom 
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JUMBO FENCING 

THE CONSTRUCTION OF JUMBO FENCING. 

QUALITY OF WIRE— The wire of which Jumho Fencing is constructed has just 
enough points of carbon in it to give it strength and elasticity, and yet tough enough 
to admit of splicing without injuring the temper. All the wire is thoroughly galvan- 
ized and provision for expansion and contraction is made by curves in the line wires. 

THE TIE OR LOCK— Note carefully the tie, or lock, which unites the lateral 
and upright wires. The proper and secure fastening together of the upright and 
lateral wires is the most important feature in the making of any fence. The upright 
wires are placed in all square mesh fencing to hold the lateral wires in their re- 
spective positions, and the distance apart that these upright wires are placed, 
determines the size of the meshes. Thus to be effective these upright wires must be 
attached in such a way as not to injure the texture of the wire, and in such a man- 
ner as to be practically immovable. Tn making the Jumbo Tie or Lock, it is not 

necessary to make any sharp bends or kinks in the wire to rupture the material and break the galvanizing. 
Breaking the galvanizing is fatal to the long life of any woven wire fence. 

THE STAY, OR UPRIGHT— Tn Jumbo Fencing is one uncut piece from the top to the bottom of the fence 
not weakened by the galvanizing being broken by twisting around the lateral wires. On account of its con- 
struction, not only perfect square mesh fence is produced, but the fence is very much stronger than if the stays 
were cut off at each intersection with the lateral wires. This one piece upright, or stay, imparts to the fence a 
natural tendency to stand with less posts or give better service with the same number of posts than a picket that 
is made of cut and spliced pieces of wire. 

ELASTICITY. CONTRACTION AND EXPANSION— The wave in the lateral wires amply provides for 
strain incident to contraction and expansion and distributes any sudden strain such as it would receive if one or 
more heavy animals ran into the fence, thereby reducing the danger of breakage. 

APPEARANCE— The uniform waved internal wires and straight upright stay, neatly united by the Jumbo 
Lock, makes an unusually neat and substantial fence, which looks good on paper, in the roll, and better yet 
when stretched up. It is easily sold and is a repeater. 
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20-INCH JUMBO FENCE. 




Made of No. 12 
hard galvanized wire 

for line and stay 
wires, with No- 10 

hard coiled wire 
for margins 



This fence is accurately measured and tested as each roll is made. 

It is no experiment but is made on principles that have proved satisfactory for years. 

The height of fence here illustrated is most generally used for re-enforcing hedge or around large enclosures 
where the animals are not so liable to attempt to go over or under. The stiff uncut picket insures the user get- 
ting the benefit of the full advertised height as there can be no narrowing from any cause. This construction of 
fence requires less posts and used with three or four strands of barb wire a very serviceable fence may be had 
at a minimum cost. 

Furnished in 20 and 40-rod rolls from our mills at Ottawa and Pueblo or from any of our distributing points 
when specially quoted for shipment from those points. 



Style Height, Approx. wt. 

number. inches. per rod. 

20 20 5.5 

21 20 4.6 



Stays, Bars, List, 

inches. number. per rod. 

6 6 .52 

12 6 .45 
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26-INCH JUMBO FENCE. 




Made of No. 12 hard 
galvanized wire for 
line and stay wires, 
bound together with the 
Jumbo Tie. No. 10 
coiled wire margins 



This illustrates the familiar height of fencing more of which is used than, probably, all other heights of field 
fencing combined. When used with three strands of barb wire a good four-foot farm fence is obtained. The 
rigid upstanding stays on this as well as all other styles of Jumbo fencing make it very easy to erect and does 
away absolutely with the defect of doubling down between posts if for any reason the tension on the fence is 
lessened by the posts giving or being improperly set. The hard wire staples binding the line and stay wires 
together prevent slipping, regardless of any extremes in temperature to which the fence is subjected. 

Furnished in 20 and 40-rod rolls from our mills at Ottawa and Pueblo, or from any of our distributing 
points when specially quoted for shipment from that point. 



Style Height, Approx. wt. 

number. inches. per rod. 

22 26 6.6 

23 26 5.4 



Stays, Bars, List, 

inches. number. per rod. 

6 7 .65 

12 7 52 
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THE JUMBO SHEEP FENCE. 



Made of No. 12 hard 
galvanized wire for 
line and stay wires. 
No. 10 coiled wire 
margins. 



There is a growing demand for field fences of the heights here illustrated. The dealer will do well to recog- 
nize this demand as there are many places where the 26-inch fences 'are not high enough to serve the purpose 
while the 50 or 58-inch heights are an unnecessary expense. We show here the 32 and 42-inch heights, both of 
which are extensively used for fencing sheep and cattle. 

Furnished in 20 and 40-rod rolls from our mills at Ottawa and Pueblo, or from any of our distributing points 
when specially quoted for shipment from that point. 



Style Height, Approx. wt. Stays, Bars, List, 

number. inches. per rod. inches. number. per rod. 

24 32 7.4 6 8 .71 

25 32 5.8 12 8 .57 

26 42 7.6 8 9 .78 

27 42 6.8 12 9 .67 
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THE JUMBO STOCK FENCE. 




Made of No. 12 hard 
galvanized wire for 
line and stay wires. 
No. 10 coiled wire 
margins. 



Wherever cattle and horses are to be 'enclosed the user, in cnese days of high prices for live stock, cannot 
afford^ to expose them to the danger of permanent damage caused by running into barbed wire. The compara- 
tively small difference in price between the Jumbo stock fence and the amount of barbed wire necessary to make 
a fence of anything like the same turning qualities is more than offset by the safety to the stock enclosed, and 
the ease with which this type of fencing is erected. The progressive user will appreciate this feature and the 
dealer will do well to prepare himself to furnish these heights to his trade without delay. 

Furnished in 20 and 40-rod rolls from our mills at Ottawa and Pueblo, or from any of our distributing points 
when quoted for shipment from that point. * 

Style Height, Approx. wt. Stays, Bars, List, 

number. inches. per rod. inches. number. per rod. 

28 50 8.3 8 10 .87 

29 50 7.5 12 10 .73 
31 58 8.3 12 11 .80 
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THE WARNER FARM GATE. 

This gate is covered with heavy Warner 
Poultry Fence and will turn chickens as 
well as stock of any kind. 

Size of frame, hinges, etc., same as the 
Invincible farm gate. 

In ordering gates specify which gate is 
wanted, Warner or Invincible. 

Ornamental scroll top put on gate at a 
reasonable price. 

The size of the gate as given is the 
measurement of the frame. Allow Sy 2 
inches for hinges and latch. 
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THE INVINCIBLE FARM GATE 
Phis gate is covered with extra heavy 
invincible Farm Fence. The outside di- 
ameter of frame on single gate is 1% inches. 
Has heavy eye bolt hinges and malleable 
latch. 

LIST PRICE 
Applying to wirner and Invincible Gates. 

\ () 5 —4x16, single gate*. . . . .$10.44 each 

\ () 5i4_4xl4, single gate 9.50 each 

\ () 8 —4x12, single gate 7.70 each 

No. 9 —4x10, single gate 7.20 each 

No. 10 —4x12, double gate. . . . 9.40 each 
No. 11 —4x10, double gate. ... 9.00 each 
The outside diameter of double gate is 
\ l /s inches. Has malleable hinges and 
spring latch connection. 




WARNER WALK GATES. 

All our walk gates are made of steel tubing, the outside 
diameter being 1% inches. The lower corners are connected 
with malleable iron and gates come complete with hinges and 
latch for hanging to wood posts. 

LIST PRICES. Each. 

No. 70—3 ft. wide, 38 inches high $2.88 

No. 71—3 ft. wide. 47 inches high 3.16 

No. 72—3 ft. wide. 55 inches high 3.60 

No. 74—3>£ ft. wide, 47 inches high 3.42 

No. 75—3^ ft. wide. 55 inches high . 3.88 

The width of these gates is the width of the frame. Allow 

3 l / 2 inches for hinges and latch. 



WAVERLY WALK GATES. 

This gate is covered with 24, 30, 42 and 48 inch style "H" 
Waverly Fabric. In ordering specify the height of fabric de- 
sired, as the height of the fabric determines the height of the 
gate. Gate comes equipped for wood posts unless otherwise 
specified. 

LIST PRICES. 

Each. 

No. 50 — 3 ft. wide, carrying fabric 1 <p to 36 inches $4.28 

No. 50B — 3 ft. wide, carrying 42 or /8 inch fabric 4.48 

No. 51 — 3 l A ft. wide, carrying fabric up to 36 inches 4.74 

No. 51B— iy 2 ft. wide, carrying 42 or 48 inch fabric 4.94 
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THE OTTAWA DRIVE GATE. 

This gate is covered with Ottawa 
fabric. Outside diameter of frame is 
\y% inches. Comes equipped to attach 
to wood posts. Each. 

No. 13— 4x 8. single gate $8.00 

No. 14 — 4x12, single gate 9.90 

No. 15 — 4x10, single gate 9.00 

Ornamental scroll top will be added 
for a reasonable price. 



THE OTTAWA WALK GATE. 

This gate is covered with 24, 30, 36, 42 and 48 inch Ottawa Fabric. 
Comes equipped to hang to wood posts. Outside diameter of frame is 
l l /s inches. 

Each. 

No. 60 — 3 ft. wide, carrying fabric up to 36 inch $3.96 

No. 60 B — 3 ft. wide, carrying 42 or 48 inch fabric 414 

No. 61 — 3^2 ft. wide, carrying 36, 42 or 48 inch fabric 4.32 

The width of these gates is the width of the frame. Allow 3 l /2 
inches for walk gate and S l / 2 inches for drive gate for hinges and latch. 
Prices on walk gates include the scroll top. 
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WAVERLY DOUBLE DRIVE GATE 




This gate is covered with 24, 36, 42 and 48-inch style "H" Waverly Fabric. In ordering specify the height of the fabric .desired, 
as the height of the fabric determines the height of the gate. The frame of the gate is three inches higher than the fabric used. 
Outside diameter of the frame is \% inches. Unless otherwise advised, gate will be equipped to attach to wood posts. 

LIST PRICES. THE WAVERLY DOUBLE DRIVE GATE. 

Each. 

carrying fabric up to and including 36-inch ^Jn'qn 

carrying 42 or 48-inch fabric \\'nc\ 

carrying fabric up to and including 36-incli }|'JJj 

carrying 42 or 48-inch fabric \\ ik 

carrying fabric up to and including 36-incb \\ nk 

carrying 42 or 48-inch fabric \i/u\ 

carrying fabric up to and including 36-inch 

carrying 42 or 48-inch fabric 13 - ou 

LIST PRICES. THE WAVERLY SINGLE DRIVE GATE. 

kacn. 

No 80—8 ft. wide, carrying fabric up to and including 36-inch, list per gate $ 9.24 

No. 81—10 ft. wide, carrying 42 or 48-inch fabric... ' io'io 

No. 82 — 10 ft. wide, carrying fabric up to and including 36-inch 10*30 

No. 83—10 ft. wide, carrying 42 or 48-inch fabric... ' n'50 

No. 84 — 12 ft. wide, carrying fabric up to and including 36-incn • . '- Q 

No. 85—12 ft. wide, carrying 42 or 48-inch fabric 



No. 


90- 


- 8 


ft. 


wide, 


No. 


91— 


- 8 


ft. 


wide, 


No. 


92— 


10 


ft. 


wide, 


No. 


93- 


-10 


ft. 


wide, 
wide, 


No. 


94- 


-12 


ft. 


>Jo. 


95- 


-12 


ft. 


wide, 


No. 


96- 


-14 


ft. 


wide, 


No. 


97- 


-14 


ft. 


wide, 
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No. 140—24 in. high. List, per foot, I No. 141—30 in. high. List, per foot, I No. 142—36 in. high. List, per foot, 
9c. 10 4/5c. I 12 3-5c. 

For some time we have received numerous inquiries from our trade for an ornamental fabric that would com- 
bine ornamentation, durability and low price. To meet this demand at great expense we have designed new and 
very rapid machinery, which produces the Ottawa Ornamental Fabric very fast. The Ottawa Ornamental Fabric is 
made with the cables six inches apart, and cables are made of No. 12£ galvanized wire. Pickets are No. 9 galvan- 
ized wire crimped and placed 3J inches apart. 

All our Yard and Ornamental Fences can be tightened after they become loose without drawing a staple. 
See page 32. 
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THE OTTAWA ORNAMENTAL FENCE. 




No. 142^5—42 in. high. List, per foot, 

24 3.5 C No. 143 — 48 in. high. List, per foot, 

16 l/5c 



This fabric has a very stiff Interlocking top. The full line wires having right and left twists between each 
picket, can always be kept tight — the same as our Waver ly Fabrics — see page 32 for full explanation of how fence 
can be kept tight. Ottawa Ornamental Fabric is put up and carried in stock in 150 and 300 ft. Rolls. Any 
length made to order, but special lengths, not being carried in stocky cannot be shipped as promptly as regular 
stock lengths. 

All our Yard and Ornamental Fence can be tightened after they become loose without drawing a staple. 
See page 32. 
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THE DIAMOND ORNAMENTAL FABRIC. 




Made with strong interlocking pickets of No. 11 or 12 Bessemer steel wire, galvanized, and has heavy gal- 
vanized cable margins. It is a strikingly handsome pattern, strong enough to turn any stock, while the close mesh, 
which is 2% inches square, makes it desirable lawn and garden fence. This style although comparatively new 
is rapidly growing in favor and is used with the best of results in connection with iron frame work similar to 
that used with our Waverly Fence No. 1 and No. 2. Furnished in any length. 

36 inches high. No. 12 wire, weight per rod 17 lbs.; list, per foot 13c 

48 inches high. No. 12 wire, weight per rod 23 lbs.; list, per foot 17c 

36 inches high. No. 11 wire, weight per rod 23 lbs.; list, per foot 15c 

48 inches high, No. 11 wire, weight per rod 31 lbs.; list, per foot l ( >c 

Shipment from Ottawa only. 
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36-INCH STYLE "I" WAVERLY FABRIC. 



36-INCH STYLE "E" WAVERLY FABRIC 



r\ r\ r\ n n n n n o c\ 
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STYLE "I" WAVERLY FABRIC. 

List Price, Per Foot. 

Style No. 100—24 inches high, 4 cables 10c 

Style No. 101—30 inches high, 4 cables 12c 

Style No. 102—36 inches high, 5 cables 16c 

Style No. 103—42 inches high. 5 cables 20c 

Style No. 104 — 48 inches high, 5 cables 24c 

Made throughout of No. 12 galvanized wire. 
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STYLE "E" WAVERLY FABRIC. 



List Price, Per Foot. 



Style No. 110 — 24 inches high. 

Style No. 111—30 inches high, 

Style No. 112—36 inches high, 

Style No. 113 — 42 inches high, 

Style No. 114 — 48 inches high. 



4 cables 14c 

4 cables 16c 

5 cables 20c 

5 cables 24c 

5 cables 28c 



The Waverly Fabrics are made throughout of No. 12 galvanized wire cabled. The pickets are made by form- 
ing cables into the proper shape to make an artistic appearance and the line wires are given right and left twists 
between each picket. A wrench is shipped with each roll of fabric, which is so constructed that it can be slipped 
over the line wire between the pickets so that when desired the fence may be tightened by giving the line wires 
an additional twist. 

Furnished from Ottawa, Kansas, only, in any length rolls. 
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36-INCH STYLE "G" WAVERLY FABRIC 



36-Inch STYLE "H" WAVERLY FABRIC. 




STYLE "G" WAVERLY FABRIC. 

List Price, Per Foot. 

Style No. 120—24 inches high, 4 cables 18c 

Style No. 121—30 inches high, 4 cables 20c 

Style No. 122—36 inches high, 5 cables 24c 

Style No. 123 — 42 inches high, 5 cables 28c 

Style No. 124 — 48 inches high, 5 cables 32c 

Made throughout of No. 12 wire. 

While all of our styles of Waverly Fabric were ma 
Waverly Fence which is illustrated on the following pag 
on wood posts. Its stiff rigid construction makes it st 
mounted by a wood rail carrying the wcod crestings as 

Furnished from Ottawa, Kan 



STYLE "H" WAVERLY FABRIC. 

List Price, Per Foot. 

Style No. 130—24 inches high, 4 cables 18c 

Style No. 131—30 inches high, 4 cables 20c 

Style No. 182—36 inches high, 5 cables 24c 

Style No. 133—42 inches high, 5 cables 28c 

Style No. 134—48 inches high, 5 cables 32c 

Made throughout of No. 12 wire. 

de primarily to be used in connection with the complete 
es, it has grown greatly in favor as a fabric to be used 
rong enough for all purposes when used alone or sur- 
shown on page 30. 
sas. only in any length rolls. 
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WAVERLY FENCE NO. 1 



With 36-inch style "H" fabric. Price (with exceptions noted a bottom of page) includes all necessary posts, 
fittings, railings and crestings to make a complete fence. 



Style 
No. 
1000 
1001 
1002 
1003 
1004 
1005 
1006 
1007 
1008 
1009 



Style of 
Fabric 



E 
E 
E 
E 
E 



Height of 

Fabric 
24 inches 
30 inches 
36 inches 
42 inches 
48 inches 
24 inches 
30 inches 
36 inches 
42 inches 
48 inches 



Height of 

Fence 
32 inches 
38 inches 
44 inches 
50 inches 
56 inches 
32 inches 
38 inches 
44 inches 
50 inches 
56 inches 



List Price, 
per foot 
70c 
74c 
78c 
81c 
84c 
74c 
78c 
82c 
85c 
88c 



Style 
No. 
1010 
1011 
1012 
1013 
1014 
1015 
1016 
1017 
1018 
1019 



Style of 
Fabric 

G 

G 

G 

G 

G 

H 

H 

H 

H 

H 



Height of 

Fabric 
24 inches 
30 inches 
36 inches 
42 inches 
48 inches 
24 inches 
30 inches 
36 inches 
42 inches 
48 inches 



Height of 

Fence 
32 inches 
38 inches 
44 inches 
50 inches 
56 inches 
32 inches 
38 inches 
44 inches 
50 inches 
56 inches 



List Price, 
per foot 
76c 
82c 
86c 
89c 
92c 
76c 
82c 
86c 
89c 
92c 



Gates are measured and charged for as fence with an additional charge of $1.10 per running foot. Corner 
end and gate posts, $1.30 each extra. See page 25. 
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WAVERLY NO. 1 ORNAMENTAL FENCE. 

Waverly No. 1 Ornamental Fence as illustrated on preceding page is the hand- 
somest fence we build, though no stronger or more serviceable than other designs. 
The cut shows style "H" fabric, though either of the four styles shown on page 
21 may be used if preferred. The line posts are made of tubular steel \y% inches 
outside diameter, set in cast bases 24 inches in length and weighing 16 pounds. 
The corner, end and gate posts are made of tubular steel l$i inches outside diameter, 
and are set in 24-inch cast braces, weighing \7y 2 pounds. The corner, end and gate 
posts are capped with appropriate ornaments, white enamel, very handsome and dur- 
able. The line posts in our Waverly No. 1 are not surmounted by any ornaments 
for the reason they do not extend above tubular top rail, thus permitting the malleable 
cresting to extend without interruption. The tu' ular top rail is made from tubular 
steel l l A inches outside diameter, and carries a beautifully designed cresting which 
gives the fence an artistic finish. All combined, it is one of the handsomest designs 
of ornamental fence on the market. The height of this or other styles of Waverly 
Fence depends upon the fabric selected. It should be remembered, however, that the 
height of fence when completed will be 8 inches higher than fabric, for the reason 
that tubular top rail is placed 4 inches above top of fabric, and malleable cresting ex- 
tends 4 inches above top rail. 

In shipping care is taken to see that all the parts that go to make up a complete 
fence are packed, so as to obtain the advantage of the lowest freight classification. 
Full instructions for erecting the fence accompanies each shipment. We are always 
glad to assist you in figuring on any job of ornamental fencing by naming net 
delivered prices on any or all of the styles illustrated. The iron frame work for 
either fence No. 1 or No. 2 can be used in connection with our Diamond or Ottawa 
fabric, thereby giving a great range of design and price from which to make a 
selection. 

For shipment from Ottawa only. 



WAVERLY FENCE NO. 2. 




With 30-inch style "G" fabric. Prices with exceptions noted at bottom of page, include all necessary posts, 
fittings., railings and braided cable to make a complete fence. 

Waverly Fence No. 2 is just like Waverly Fence No. 1 except a braided cable wire takes the place of malleable 
cresting and the line post is capped by a usitable ornament which extends above top rail and supports the braided 



Style 


Style of 


Height of 


Height of 


List Price, 
per foot 


Style 
No. 


Style of 


Height of 


Height of 


List Price, 


No. 


Fabric 


Fabric 


Fence 


Fabric 


Fabric 


Fence 


per foot 


1020 


I 


24 inches 


32 inches 


70c 


1031 


G 


24 inches 


32 inches 


76c 


1021 


I 


30 inches 


38 inches 


74c 


1032 


G 


30 inches 


38 inches 


82c 


1022 


I 


36 inches 


44 inches 


78c 


1033 


G 


36 inches 


44 inches 


88c 


1023 


I 


42 inches 


50 inches 


83c 


1034 


G 


42 inches 


50 inches 


91c 


1024 


T 


48 inches 


56 inches 


86c 


1035 


G 


48 inches 


56 inches 


94c 


1025 


E 


24 inches 


32 inches 


74c 


1036 


H 


24 inches 


32 inches 


76c 


1026 


E 


30 inches 


38 inches 


78c 


1037 


H 


30 inches 


38 inches 


82c 


1027 


E 


36 inches 


44 inches 


84c 


1038 


H 


36 inches 


44 inches 


88c 


1028 


E 


42 inches 


50 inches 


87c 


1039 


H 


42 inches 


50 inches 


91c 


1029 


E 


48 inches 


56 inches 


90c 


1040 


H 


48 inches 


56 inches 


94c 



Gates are measured and charged for as fence with an additional charge of $1.10 per running foot, 
and gate posts are $1.30 each extra. See page 25. 



Corner, jnd 
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SENDING DIAGRAM. 






When sending your orders, or desiring quotations on complete jobs, please accompany same by diagram, 


showing length of each stretch and location and width of gates. Below we give examples of how to make diagram, 


and these will indicate how to make yours. You need not indicate line posts; we will place them as near seven 


feet apart as possible. From such a diagram, as indicated, we will make the fence accurately to dimensions 


given us. 
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When fabric only is wanted for use on wood posts, you need not send diagram. Simply designate the style 


preferred, together with height and number of feet wanted. If malleable cresting for wood rail is wanted simply 


specify number of feet required. 
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IMPORTANT INFORMATION. 



The prices on Waverly Ornamental Fence Nos. 1, 2 and 3 include everything to make a complete fence except 
we charge $1.30 for each corner, end and gate post; and although gates are measured in same as fence and 
charged for as fence, we charge $1.10 extra per running foot for them. 

The gate and corner, end and gate posts are the most expensive part of an ornamental fence and the extra 
charge is to cover the difference between the cost of ga'es and fence proper, and the difference between the 
cost of line posts and corner, end and gate posts. This enables us to name a price that is the same to all. No 
matter how long or how short the desired piece of fence may be, the purchaser pays for what he gets and no 
more. 

Example: Suppose you wanted to purchase 32-inch high Waverly Fence No. 2 with style "I" fabric for a 
100-foot front, with one 3-foot ornamental gate in the center. This would require two end and two gate posts. It 
should be figured as follows, to get the cost complete: 

100 ft. 32-inch high Waverly Fence No. 2 at 70c $70.00 

Extra for two end posts, $1.30 each 2 - 60 

Extra for two gate posts, $1.30 each 2.60 

Extra for one 3-foot ornamental gate, $1.10 per foot 3.30 

Total cost of 100 feet complete $78.50 

No matter how many gates or how many corner, end and gate posts are used you can figure the total cost 
the same way. First multiply the full length of fence, including gates, by the price per foot given in price list. 
To the sum total thereof add $1.10 per running foot for all gates and $1.30 for each corner, end and gate post. 
The result will be the total cost of fence complete. Then apply discount. 
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NO. 1 CEMETERY ARCH. 

To those desiring a less elaborate arch than our No. 2 Arch we offer the No. 1 Arch. This arch is just 
as shown in illustration: Cap ornaments on top are made of malleable iron and covered with white enamel. 
Prices include ornamental gate and name of cemetery, park, or individual, in large white letters. All fittings 
are malleable iron. 

List price, 8 ft. wide. $46.00 List price. 10 ft. wide. $48.00 List price, 12 ft. wide. $50.00 List price, 14 ft. wide. $52.00 
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NO. 2 CEMETERY ARCH. 

The above arch is primarily intended for cemeteries but is also suitable wherever an arch is desired. 
Cap ornaments on the top of upright posts are brass castings, nickel-plated. Prices on arches include orna- 
mental gates and name of cemetery, park or individual, in large white Utters. All fittings are malleable iron. 
Arches will be made any width. 

List price, 8 ft. wide. $86.00 List price, 10 ft. wide. $88.00 List price, 12 ft. wide. $90.00 List price, 14 ft. wide. $92.00 
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GRAVE LOT ENCLOSURES. 



I3IIIIIL!!IIIIIIII! 




Any design of Waverly Ornamental Fence is very appropriate for enclosing public or private burial lots, or 
fabric alone may be used on wood posts. The expense is so slight when compared with its utility in this capacity 
that it is within reach of even those of moderate means. The satisfaction of knowing that the sacred grounds are 
protected against invasion, and that flowers, vases and other ornamentation are secure trom thoughtless desecra- 
tion is well worth the expense. 

few prices on complete jobs for enclosing the size lots specified: 

Height of List price of 

Fence Job Complete 

32 inches $41.50 

38 inches 43.90 

32 inches 49.10 

38 inches 52.10 



For your convenience we give you below 



( )rdcr 
No. 
1300 
1301 
1302 
1303 
1304 
1305 
1306 
1307 



Size of 
Lot 
10x10 feet 
10x10 feet 
10x15 feet 
10x15 feet 
10x20 feet 
10x20 feet 
20x20 feet 
20x20 feet 



Style 
Fabric 
H 
H 
H 
H 
H 
H 
H 
H 



Height 
of Fabric 



24 
30 
24 
30 
24 
30 
24 
30 



nches 
nches 
nches 
nches 
nches 
nches 
nches 
nches 



inches 



56.70 



32 

38 inches! .' 60.30 

32 inches 71.90 

38 inches 7670 
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STYLE OF POSTS. 

The adjacent illustrations show the style of posts used in our Ornamental Fence. The first is the corner, 
end or gate post used in our Waverly No. 1 and No. 2, except it may be varied by a change in the style of top 
ornament. The second shows the line posts used in Waverly No. 1, and which takes top ornament when used 
in Waverly No. 2. 



HITCHING POSTS. 

Here we illustrate our No. 1 and No. 2 Hitching 
Posts. Both are strong and full length, being made 
from 1^-inch steel tubing and set in 30-inch cast 
base. No. 1 has ornate top with ring. No. 2 fancy 
horsehead top and ring. Neatly painted and their 
usefulness commends them to every property owner. 



No. 1 — List price, each. 
No. 2 — List price, each . 



.$4.00 
. 6.00 



For shipment from Ottawa only. 




CORNER. LINE. 



No. 2. 



No. 1 
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MALLEABLE CRESTING FOR STEEL TOP RAIL. 



This adjacent illustration shows malleable 
cresting used on tubular top rail on Wavcr- 
ly No. 1 Fence. It is a beautiful design and 
gives a handsome finish. They are made 
in sections of one foot length, and are se- 
curely and solidly bolted to rail. 

The illustration on the right shows our 
malleable cresting used on wood top rail. 
They are made in sections of one foot in 
length and are screwed to top rail, and not 
only gives a handsome finish but prevents reckless climbing of fence by children. 





FOR IRON RAIL 



FOR WOOD RAIL 



ON BRICK, STONE OR CEMENT WALLS. 



Our Waverly Ornamental Fence may be erected upon brick, stone or cement walls. If the walls have suffi- 
cient depth no anchor on post is necessary; drill holes in the wall to receive posts and park with cement. This 
will make waterproof settings and give solidity and permanency to the construction. 

For shipment from Ottawa only. 
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CONSTRUCTION OF OUR FABRIC. 

This sectional view of our Ornamental Fabric illus- 
trates how our pickets are interwoven with cable wires, 
and given alternate right and left twists. 

This process of weaving provides for contraction and 
expansion, and permits any one of the cable wires to be 
lengthened or shortened when building over uneven sur- 
faces. 

PRESERVATION OF ORNAMENTAL FENCE. 

Our Ornamental Fence should receive care from year 
to year, commensurate with its value and usefulness. 

There is no metal fence but what will, in time, show 
corrosive influence of the climate. It therefore should 
receive attention if its ornamentation and utility are 
preserved. It will require but very small expense and labor to once a year paint posts, railing and cresting 
with black paint, and when the fabric begins to lose its luster, paint it snow white. This will not only preserve 
your fence indefinitely., but will surprise you in the matter of cleanliness and freshness of appearance. Do this 
once and the improved appearance will ever afterwards impel you to give the fencing the proper attention 
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KEEPING FENCES TIGHT. 

Any kind of wire fencing gives better results and 
looks better if kept tight. It is very difficult to keep 
any fence tight around a small enclosure, because a giving 
of one or two inches in corner, end or gate posts affects 
a short stretch more than it does a long stretch of 
fencing. 

We long ago decided that a yard fence to be service- 
able and sightly must be provided with means for keep- 
ing it tight. 

By referring to illustration it can readily be under- 
stood that to tighten our Waverly or Ottawa, all that is 
necessary is to tighten line wires by means of the small cast wrench (see cut), by passing along the fabric and 
give the cable wire additional right and left twists until it is thoroughly tightened. In fact, this method of tighten- 
ing fabric is so efficient that if it is desired in first erecting fence a regular fence stretcher need not be used unless 
desired. 

Staple one end of fabric to post and stretch by hand to end of fabric or to next corner, end or gate post 
and staple securely. Then take malleable wrench and give each cable additional right and left twists until the 
desired tension is obtained and all cables have equal tension. 

The advantage of having fencing which can be kept tight without unstapling and restretcbing ought to be 
apparent to everyone. 
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